
12 Litres per 100g 
Jet Canister

3m
1 Litre†

95 g

Open
Platform

1-2

1.5L FluxRing Cook 
Pot and Skillet

GROUP SIZE

WEIGHT*

SYSTEM TYPE

PIEZO  
IGNITER

BOIL TIME

VOLUME

FEED

THERMO  
REGULATE

WATER BOIL  
AMOUNT**

COMPATIBLE  
ACCESSORIES

FAST. COMPACT. EFFICIENT.

1LT cook pot (1 Litre Tall), Hanging Kit, 
Accessory Cozies, Pot Support, Coffee 
Press (Standard), Jetset Utensils, 1.5L 
FluxRing Cook Pot and Skillet (when  
used with Pot Support)

340 g

2m 30sec
0.5 Litre

2m 30sec
0.5 Litre

12 Litres per 100g 
Jet Canister

12 Litres per 100g 
Jet Canister

0.8 Litre

Fast Boil Systems
Best for fast boiling dehydrated meals  

and coffee/tea on the trail

Precision Cooking Systems
Best for rapidly boiling water and cooking 

performance in all 4 seasons

UNREGULATED: Gas Feed REGULATED: Gas Feed

1-2

400 g

1 Litre Tall

1-2

MIGHTYMOPRODUCT ZIP FLASH

NOTES:
*  System weight does not 

include pot support and  
fuel stabilizer

**  Average over the life of 
JetPower canister/propane

† In FluxRing Cook Pot
‡ When using 5L FluxPot

MINIMO SUMO

12 Litres per 100g 
Jet Canister

12 Litres per 100g 
Jet Canister

2m 15sec
0.5 Litre

4m 15sec
1 Litre

415 g 453 g

1 Litre Short 1.8 Litre

1-2 2-4

1LT cook pot (1 Litre 
Tall), Hanging Kit, 
Accessory Cozies,  
Pot Support, Grande 
Coffee Press 
(MicroMo-Standard 
Coffee Press), Jetset 
Utensils, 1.5L FluxRing 
Cook Pot and Skillet  
(when used with  
Pot Support) 

PRODUCT  
COMPARISON


